
b 

W - O f - W A Y  UNE \/--- RIGHT-OF-WAY LINE 

/' 

-/--- 

EDGE OF TRAVELED WAY 

GENFRAL CASF 

PyTSlDF OF CURM - P/W. POLE/OBSTACLE CLDRU4CE TO 
N E s s r  FACE OF POLE/0857ACLE 

TO RMOW m snoum 
LOC LENGTH OF C U M  (FEET) AT EWE OT 

TRAIlELEO WAY FROM P.C TO P 1. 
%%%NT ABLE CURB ON. 

1 Tu4cENT. OR 
SOR. WETY OYERRUN (FEET) BWOND PJ. 2 I N S l D E W C W . O R  
PPt PROHlBRED POLE LOCITION (FEET) 3 OUlSDE OF CURVE. EWER WH 

LOC + SOR) WERE POLES OR 665r MLES YOSt BE REMOVED OR -POSIED SPEED LESS W 40  UPH 
BUlR lWTO - W U S  CRUTER TH4N 3500' ON W W A Y  

UEETWG ML CURRENT DESIGN SIANWJW. 

NOTES: 
PPL (FEET ON OUrSDE OF CURVES WH mm sbEEo L u m  w 40 ww (t m R  1. THE STANDARDS SHALL APPLY TO EVERY NEW 

PLACEMENT AND €VERY PLANNED. NON-EMERGENCY 
40 UPH LOC + 220 (SOR) 

LOC + 255 
REPLACEMENT OF EXISTING POLES AND OTHER 

LOC + 290 UTILITY STRUCTURES WITHIN KlNG COUNTY 
LOC + 325 RIGHT-OF-WAY. 

2 NO POLES MAY BE REPLACED ON THE OUTSIDE 
OF A CURVE WITH A POSTED SPEED LIMIT OF 40  

TO -AY WH SHOULDER OR 
MPH OR OVER UNLESS APPROVED THROUGH A 

W A & E  CURB ON OUTSIDE OF CURVE. WH. 
VARIANCE REQUEST. 

- W U S  LESS I N  3500'. 3. SEE SECS. 5 1 1  & 8.02G. 
-POSTED SPuD GRUTER TKW 

OR E Q W  TO 40 U P H  

KHQCOU)JTYPUBUCWORK8 
KlNG COUNTY, WASHINGTON 

CLEARANCE OF ROADSIDE OBSTACLES 
ON SHOULDER TYPE ROAD 

DWG. 5-001 
NO. 





BOLTS: 2 PER JMHT 
l/TX $ W; ScBws 

/- BOUIDS: 
r x  1' OR 12-X 1- 

1 111 lil 1 

VbRIES 2' YN. - POSTS 4-X 6 YIN. PRESSURE 1 R U X D  
OR C E M  PNNlED WHRE. 

FIXED (PFRMANFNT) 
TYPE Ill BARRICADE 

TYPE I WRICADE 

SANDBAGS FOR 
UHKD SIrnLIl'Y 

K N Q ~ P W U C W O # ( 8  @ KING COUNPI. WASHINOION BARRICADES DWGe 5-003 NO. 

'RIPE NOTES: 
ORANGE & WHITE IF TEMPORARY. 
RED & WHITE IF PERMANENT. 
REFLECTORIZED 
SLAM DOWNWARD. RIGHT OR LEFT, 
IN DIRECTION TRAFFIC WILL PASS. 
SLANT BOTH DIRECTIONS FROM MIDDLE 
IF TRAFFIC .PASSES BOTH ENDS. 
WIDTH C EXCEPT 4 IF RAILS ARE 
LESS THAN 5' LONG. 
SLANT DOWNWARD TO MIDDLE AT END 
OF CLOSED ROAD. MPE II BARRICADE 

SEE SEC. 5.07 AND MUTCD SEC.6C-8. 

NOTE: 
FOR DIMENSIONS NOT 
SHOWN, SEE TABLE. 



lY  YIN. THICKNESS OF 
r-C OUWm SPULS 

GRAIlEL €%WILL FOR W N S  

EXUVATCN ONLY 

NOTES: 

1. SEE SEC. 5.01. 

L 

K H a m P U B U C w o r w  
KING COUNTY. WASHINGTON 

3. IF ROCKERY OR RETAINING W A U  IS BEHIND ROLLED CURB 
OR ON A RURAL SECTION. FACE OF ROCKERY OR RETAINING 
WALL. MUST BE A MIN. OF 10' FROM TRAVELED WAY. 

4. C M N  LINK FENCE. TYPE NO. 4 OR 6 (WSDOT/APWA STANDARD). 
REQUIRED WHEN ROCKERY HEIGHT IS THREE FEET OR GREATER. 

ROCK FACING, CUT SECTION DWGo NO. 5-004 



* *S NECESSARY TO M E T  T E W N  U4D 
UGHT DISr*NCT REwmYm 

I EXWVATHm PAY L l U m  ONLY 

L F m m  

NOTES. 

1. SEE SEC. 5.01. 

2 WSDOT/APWA 9-03.12[4]. 

3. FLAllER SLOPE MAY BE REQUIRED IN LESS STABLE SOIL 

4. C W N  LINK FENCE. TYPE NO. 4 (WSDOT/APWA STANDARD) 
OR W D R A L  REQUIRED WHEN ROCKERY HEIGHT IS 5' OR 
GREATER. SEE DWG. NO. 5-006. 

5. FOR ROCKERY HEIGHTS EXCEEDING 4'. SEE DWG NO 5-007 

6. TRAFFIC BARRIERS MAY BE REQUIRED ON ROADS WITH SPEED 
LIMITS OF 40 MPH OR GREATER WHERE ROCKERY HEIGHTS 
EXCEED 6'. SEE CHAPTER 7 OF THE WSDOT DESIGN MANUAL. 

KMCOU)SIYPLlBUCWORK8 @ KING COUNTY. WASHINGTON ROCK FACING, FILL SECTION DWG. 
5-005 



A 

lr UN. 1MlCKNESS 
r-4. QUARRY SPILLS 

GPA"E1 W n L L  FOR WHS 

NOTES* 

1. SEE SEC 5.01. 

2. WSDOT/APWA 9-03.12[4]. 
D(CIVAM11 ONLY 

3. C W N  LINK FENCE. TYPE NO, 4 (WSDOT/APWA STANDARD) OR 
HANDRAIL REQUIRED WHEN ROCKERY HEIGHT IS 5' OR GREATER. 

4. CAP SHALL BE CONCRETE CLASS 3000. 

5. FLAlTER SLOPE MAY BE REQUIRED IN LESS STABLE SOILS. 

6. FOR ROCKERY HEIGHTS EXCEEDING 4'. SEE DWG. NO. 5-007. 

7. TRAFFIC BARRIERS MAY BE REQUIRED ON ROADS WITH SPEED 
LIMITS OF 40 MPH OR GREATER. WHERE HEIGHTS EXCEED 6'. 
SEE CHAPlER 7 OF THE WSDOT DESIGN MANUAL. 

K N G ~ P U B U C ~ S  
KING COUNTY. WASHINGTON ROCK FACING UNDER SIDEWALK DWG' NO. 5-006 



L REMORCEvRn EYBEDUENI 
DERH (LR) 



NOTES FOR CONCRETE STEPS: 

1. CONCRETE: CEMENT CONCRETE CLASS 3000. 

2. ALL STEPS: SAME DIMENSIONS. WITHIN 3 / 8  MAX. 
DIFFERENCE. 

3. RISERS: 7 l/7 W., 5- MIN. 

b 

I 

4. TREADS: lr MAX.. 11' MIN.. WITH TRANSVERSE 
0.01 FI./FT. SLOPE. 

5. METAL HANDWL REQUIRED FOR 4 STEPS OR MORE. 
SEE NOTES BELOW. 

6. REINFORCING BARS SHALL MEET THE REQUIREMENTS 
OF ASTM A-615. 'GRADE 6 0  AND ARE REQUIRED 
FOR 4 STEPS OR MORE. 

CONCRETE STEPS 
eLePI 

I4 BIRS IS-?- 

CONCRETE STEPS 

METAL HANDRAIL 

CEMENl CONCRETE 
CEMENT CONCRnE SIDEIYILK CEMENT CONCRETE 

7 .  SEE SEC. 3.06. 

8. MAX. VERTICAL DISTANCE BETWEEN LANDINGS IS 12'. 

KHQCUMVPWLEHKW#8 @ KING COUNTY. WASHINGTON 

NOTES FOR HANDRAILS: 

1. GALVANIZED STEEL OR ALUMINUM. 

2. 1 1/4- TO Y O.D. ROUND OR OVAL PIPE. 

3. WELDED. WITH SMOOTH SURFACE AND JOINTS. 

4. POSTS SET IN MIN. 6 CONCRETE CLASS 3000. 

5. SEE SEC. 3.06. 

122 

CONCRETE STEPS 8c METAL HANDRAIL DWG. NO. 5-008 



FIRE HlDW OR 
unLm POLE 

L 

-- -- -- -- -- -- -- -- - 

VERTlW CURB UNE 

NOTES: AT IINTERSECI~ON 

1. TREES SHALL GENERALLY BE PLANTED BACK OF THE SIDEWALK. 
PLANTING STRIPS WILL BE APPROVED ONLY AS PART OF A 
LANDSCAPING PLAN IN WHICH PLANT MAINTENANCE. COMPATIBILITY 
WlTH UTILITIES. AND TRAFFIC SAFER ARE DULY CONSIDERED. 

2. IF PUNTING STRIPS ARE APPROVED: 

A MIN. DISTANCE FROM CENTER OF ANY TREE TO NEAREST 
EDGE OF VERTICAL CURB SHALL BE 4 FEET 

B TREES SHALL BE STAKED IN A MANNER NOT TO OBSTRUCT 
SIDEWALK TRAFFIC. 

C. IN CASE OF BLOCK-OUTS. MIN. CLEM SIDEWALK WIDTH 
SHALL BE 3 FEET IN RESIDENTIAL OR 8 FEE7 IN BUSINESS 
DISTRICTS. 

3 ON BUS ROUTES. PLANS SHALL BE COORDINATED WlTH METRO 
SERVICE PLANNING. PHONE 684-  1622. 

4 SEE SEC. 5 03. 

KNQCOWNPUBUCWOW(8 
KING COUNTY. WASHINGTON STREET TREE STANDARDS DWG. NO. 5-009 





DlRECllON OF TRAFFIC - 
E W E  OT Ti?AK.LEO WAY 

t 

14 '  UIN. - VARIES 6' YIN. 

NOTES: 

1 .  SEE SEC. 5.04. 

2. MAILBOX INSTALLATIONS ON PROJECTS FUNDED BY FEDERAL GRAMS SHALL BE 
CONSTRUCTED IN ACCORDANCE WlTH WSDOT/APWA STANDARD PLAN H-12. 

COVfR CPBLE ENDS 
b WITH 1 / 7  EXT. PLWOOD 1WNCLE - Z T X I S X I B  

. Z  X 6 BOLTED 

10'-(r YIN. 

$' 

i SEE MAIL 4- X  4- MXX) Po51 

b 

3. RMEWING AGENCY MAY APPROVE INSTALLATIONS OF MAlLBOXES WITHOUT 
TURNOUT IF CONSTRUCTED IN CONFORMANCE WITH WSDOT/APWA STANDARD 
PLAN H-12. , 

4. MAILBOX HEIGHT VARIES ACCORDING TO THE TYPE OF DELIVERY VEHICLE. 
THESE HEIGHTS SHALL BE DETERMINED BY THE POSTWTER DURING PLAN 
REVIEW. 

KNQCOU)JTYPUBUCWO#(8 @ KING COUNTY, WHINGTOH MAILBOX MOUNTING SHOULDER TYPE LOCATION DWG* NO. 5-01 I 



1.-4- 2 ' -7  MIN. 5 ' 4  CLUR WlMH 

I I 

PATTERN . PEmu 

SEE NUE NO. 2 

E!xEu 

NOTES: 

1. SEE SEC. 5.04. 

2 INSlAlLATlON OF N.D.C.B.U. (INCLUDING CONSTRUCTION OF 
BASE) WILL BE DONE BY U.S. POSTAL SERVlCE 

3. SEE SEC. 3.04 FOR JOINT REOUIREMENTS. 

KNQCOUlJrYPIIEILK:WW8 
KING COUNTY, WASHINGTON 

NEIGHBORHOOD DELIVERY & COLLECTION BOX UNIT 
(N.D.c.B.u.) MAILBOX INSTALLATION 

DWG. 5-012 
NO. 



L 

. 

I' C W F E R  4 SIDES 1' W F E R  4 SIDES 

RECfCLED P U n l C  RECICLED PUSTlC 
OR ~IYBER 1 OR TIMBER 1 

rT X 6 X 4 ' 4  
8' X 6 X 5-6 

l/g YIN TWCKNESS 

RFMOVABU BOl l ARD REMOVABLF BOLLARP FIXED BOLLARD 
m 

NOTES. 

1. RECYCLED PLMTlC BOLLARD S W L  BE WHITE. TIMBER SHALL BE 
DOUGLAS FIR, DENSE CONSTRUCTION GRADE. AND SHALL BE 
PRESSURE TREATED WlTH A WATERBORNE PRESERVATNE (ACA CCA 
ACZA) IN ACCORDANCE WlTH THE REQUIREMENTS OF SEC 9-09 3 
(4) OF THE WSDOT/APWA STANDARD SPECIFICATIONS. TOP 5- OF 
TIMBER SHALL BE PAINTED WHITE. 

2. STEEL TUBE SHALL CONFORM TO ASTM A53 GRADE A 

3 NUTS. BOLTS, & WASHERS SHALL CONFORM TO ASTM -7. 
4 ALL STEEL PARTS SHALL BE GALVANIZED. 

5. CONCRETE SHALL BE CLASS 3000. 
6 SEE SEC. 5.08. 
7 MIN 5 6  SPACING ON TRAILS LESS THAN 10' WIDE. 6Cf SPACING 

ON T W L S  10' OR WIDER. 

DWG* 5-01 3 NO. 
KNQCOUNlYPwucWO#(8 

KING COUNTY. WASHINGTON BOLLARDS 





L. 

OnUL OF CROOvf 
FOR 1/4* LmERS 

ENOUGH TO 
CLEAR W E R  
1 l/r AT 
ALL WIMS. 

LEDGE ROCK OR 
CONCRETF INSTAL I ATlON 

NME: 
ONLY THE ASSIGNED 
mmmnw N U ~ E R S  D ~ U L  OF ~RO(M 
ARE TO W P M  ON ME FOR 3/lg LmERS AND UNE 
m s  DOC. &!a 

1. THE BRASS DISC SHALL BE CAST OF YELLOW 
BRASS SAE 41. 

2. CONCRETE SHALL BE CLASS 4000. 

3. THE HOLE SHALL BE 2.5' MIN. IN DEPTH OR 0.5' 
BELOW THE DEEPEST RECORDED FROST LINE. ALL 
LOOSE MATERIAL SHALL BE REMOVED FROM THE 
BOTTOM OF THE HOLE SO THAT THE CONCRETE IS 
ON FIRM. UNDISTURBED EARTH. 

4. THE TOP OF THE CONCRETE SHALL BE TROWLED 
SMOOTH AND THE BRASS DlSC SET IN THE CENTER 
WITH ITS TOP EDGE FLUSH AND LEVEL. 

5. COORDINATES OR ELEVATIONS SHALL NOT 
BE PLACED ON THE BRASS DISCS. 

GFNFRAL INSTALI ATlON 

BRASS DlSC 
ECNATlON 

~ ~ P W L l C M 8  
KING COUNTY. WASHINGTON 
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OFF-ROADWAY SURVEY MONUMENT DWG. 
NO. 5-01 5 


